20010312.ba v03_n124.bam.20010312 


>From ???@??? Mon Mar 12 11:08:11 2001 -0600 

Date: Mon, 12 Mar 2001 11:05:34 CST 

From: Old Tube Radios <boatanchors@theporch. com> 

To: Old Tube Radios <boatanchors@theporch. com> 

Subject: BOATANCHORS digest 3124 

Message-Id: <20010312180643 .6AED64BD1@devel43.theporch. com> 


BOATANCHORS Digest 3124 
Topics covered in this issue include: 


1) EF Johnson CB to 10 meter conversion? 
by Daniel Wright <dw73454@navix.net> 
2) Re: Taylor tube manual? 
by "Roger Dillon" <rdillontx@home.com> 
3) Fw: BOATANCHORS digest 3123 
by "Emil Switzer" <emil-switzer@home.com> 
4) WRL Globe King ID Help Needed 
by Tom Laszynski <k8jrm@home.com> 
5) Re: ART-13 Trouble 
by Mike Sullivan <michaels@kc2kj.k2nesoft.com> 
6) 51S-1 Excessive Dial Drag 
by "Gary Franklin" <franklin@net-link.net> 
7) Panel Meters FS or Trade 
by KB9VU@aol.com 
8) Re: 51S-1 Excessive Dial Drag 
by "russ dworakowski" <wb3fau@hotmail .com> 
9) Info needed on Triad Transformers 
by Allen Cutts <cacutts@mindspring.com> 
10) Re: ART-13 Trouble 
by Mike Sullivan <michaels@kc2kj.k2nesoft.com> 
11) RE: ART-13 Trouble 
by "Jim Berry" <basalop@gte.net> 
12) Re: 51S-1 Excessive Dial Drag 
by Arden Allen <gumbear@pacbell.net> 
13) Re: Classic BA Paint 
by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
14) BIG SWITCH 
by jackiv@juno.com 
15) 572B's Needed 
by jim_allen@agilent.com 
16) RE: Saving WW-II Data Plates 
by "COWARD,JAY (A-SanJose,ex1)" <jay_coward@agilent.com> 
17) NC-183D: V12 tube? 
by "JOSE V. GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es> 
18) Could somebody help? 


by "JOSE V. GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es> 


Message-Id: <3.0.6.16.20010311112452 .1887e3b4@mail.navix.net> 
Date: Sun, 11 Mar 2001 11:24:52 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Daniel Wright <dw73454@navix.net> 

Subject: EF Johnson CB to 10 meter conversion? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="iso-8859-1" 
Content-Transfer-Encoding: quoted-printable 


I'm going stark-raving MAD looking at all that CB Krap on the web, looking 
for the "how-to" to convert an EF Johnson Messenger (tube type, crystal- 
controlled, the old "white face" Johnson) to 10 meter AM. SO does anyone 
have or know where I can get some insight, instructions, or advice on 

said conversion??? 


Thanks a bunch es 


73 de Dan -- WA=D8IRD .. 
Lincoln, Nebraska 


Message-ID: <005c01c0aa53$27b2a340$5ab81118@plano1.tx.home.com> 
From: "Roger Dillon" <rdillontx@home.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Taylor tube manual? 
Date: Sun, 11 Mar 2001 11:46:03 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


How about one from 1945? 

Try: 

http: //www.triodeel.com/images/taylor. pdf 
Roger 


> Looking for a 40-ish copy of a Taylor tubes manual. Copies are fine 
> and originals in any condition are too. Gladly pay fair price. 


Message-ID: <0Q0a501c0aa50$£3257dc0$0200a8c0@cc642747a> 

From: "Emil Switzer" <emil-switzer@home.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Fw: BOATANCHORS digest 3123 

Date: Sun, 11 Mar 2001 09:30:21 -0800 

MIME-Version: 1.0 

Content-Type: multipart/mixed; 
boundary="----=_NextPart_000_00A2_01COAAOD.E4EQACOO" 


This is a multi-part message in MIME format. 


ta =_NextPart_000_00A2_01COAAOD.E4EOACOO 

Content-Type: text/plain; 
charset="i1s0-8859-1" 

Content-Transfer-Encoding: 7bit 


rors Original Message ----- 

From: "Old Tube Radios" <boatanchors@theporch.com> 
To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Sunday, March 11, 2001 9:19 AM 

Subject: BOATANCHORS digest 3123 


BOATANCHORS Digest 3123 
Topics covered in this issue include: 


1) Diagram RACAL RA-71 
by Hans Zimmermann <hans.zimmermann@ties.itu.ch> 
2) RE: Classic BA Paint 
by "Ed Tanton" <n4xy@att.net> 
3) Taylor tube manual? 
by john <johnmb@mindspring. com> 
4) RE: Classic BA Paint 
by "Ed Sieb" <sieb@sympatico.ca> 
5) > 6) DX-40 neutralizing question 
by "Larry Kayser" <kayser@sympatico.ca> 
6) Fw: BOATANCHORS digest 3122 
by "Emil Switzer" <emil-switzer@home.com> 


VV VV VV VV VV VV VV VV VV 


voter =_NextPart_000_00A2_01COAAOD.E4EQACOO 
Content-Type: message/rfc822; 

name="Diagram RACAL RA-71.em1" 
Content-Transfer-Encoding: 7bit 
Content-Disposition: attachment; 


filename="Diagram RACAL RA-71.em1" 


Date: Sun, 11 Mar 2001 17:05:23 +0100 (MET) 
Message-Id: <200103111605.RAA10675@ties.itu.ch> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 
From: Hans Zimmermann <hans.zimmermann@ties.itu.ch> 
Subject: Diagram RACAL RA-71 


Dear fellow B'Anchorites: 


Does anyone have a diagram for the Racal RA-71, the early US version of the 
British Racal RA-17, soon after replaced by the RA-117, or knows where on 
the web such a diagram migt be ? The RA-71 was the only model of the RA-17 
family which had a product detector; the BFO pentode was replaced by a 
heptode. I would like to know, how this was done exactly. It's probably 
Similar to the well known R-390A mod, which I did in mine when it was 
published in the 1970's, and which works fine ever since. That's why I 
would like to do in my RA-17L, and an RA-71 diagram would save me a 
trial-and-error approach. 


Thanks in advance and 73 
Hans, HB9AQS 


woe ee = _NextPart_000_00A2_01COAAOD.E4EQACOO 
Content-Type: message/rfc822; 
name="RE_ Classic BA Paint.eml1" 
Content-Transfer-Encoding: 7bit 
Content-Disposition: attachment; 
filename="RE_ Classic BA Paint.eml1" 


From: "Ed Tanton" <n4xy@att.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Classic BA Paint 
Date: Sun, 11 Mar 2001 11:27:45 -0500 
Message-ID: <CKEGICNFDIMCEKEDCEHFOEMLGFAA.n4xy@att.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Actually, this is no longer the case. Classic Radio Paints is closed, and 
accepting no further orders. Lynn is in the process of selling the paint 


business to someone else-as yet unnamed. 


73, Ed Tanton N4XY <n4xy@arrl.net> 


website: http: //www.n4xy.com 


LM: ARRL QCWA AMSAT & INDEXA; 
SEDXC NCDXA GACW QRP-ARCI 
OK-QRP QRP-L #758 K2 (FT) #00057 


///snip 
Subject: Classic BA Paint 


> 
> 
> 
> There has been quite a lot of discussion about painting lately 
> and where to find appropriate paints. All the paint and parts 
> which used to be supplied by R&R Designs (Bob Hummel) 
> are now available through ALO Radio Restoration. 
> 
/ 


//snip 


votes =_NextPart_000_00A2_01COAAOD.E4EQACOO 
Content-Type: message/rfc822; 
name="Taylor tube manual_.em1" 
Content-Transfer-Encoding: 7bit 
Content-Disposition: attachment; 
filename="Taylor tube manual_.em1" 


Message-Id: <3.0.3.32.20010311114253 .00eb35cc@mindspring.com> 
Date: Sun, 11 Mar 2001 11:42:53 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@mindspring.com> 

Subject: Taylor tube manual? 

Cc: glowbugs@piobaire.mines.uidaho.edu 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Looking for a 40-ish copy of a Taylor tubes manual. Copies are fine 
and originals in any condition are too. Gladly pay fair price. 


--e--- = _NextPart_000_00A2_01COAAOD.E4EQACOO 
Content-Type: message/rf£c822; 
name="RE_ Classic BA Paint.eml1" 
Content-Transfer-Encoding: 7bit 
Content-Disposition: attachment; 
filename="RE_ Classic BA Paint.eml1" 


From: "Ed Sieb" <sieb@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 


Subject: RE: Classic BA Paint 
Date: Sun, 11 Mar 2001 11:43:25 -0500 
Message-ID: <LOBBJHOLOOHLIPLONIAFGEDKDNAA. sieb@sympatico.ca> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Ah-ha! That explains why I kept seeing references to 
"the paint place being closed". I though people were 
referring to R&R. Now I understand. I hope he finds 
a buyer soon; these places may not have a big market, 
but they're needed just the same. 


Ed VA3ES 


Berea ae Original Message----- 
From: Ed Tanton [mailto:n4xy@att.net] 
Sent: Sunday, March 11, 2001 11:28 AM 


> 
> 
> 
> Actually, this is no longer the case. Classic Radio Paints 
> is closed, Lynn is in the process of selling the paint 
> business to someone else-as yet unnamed. 
rSSoes =_NextPart_000_00A2_01COAAOD.E4EOACOO 
Content-Type: message/rfc822; 

name="_ 6) DX-40 neutralizing question.eml" 
Content-Transfer-Encoding: 7bit 
Content-Disposition: attachment; 

filename="_ 6) DX-40 neutralizing question.eml" 


Message-ID: <005301cO0aa4c$0c134600$0a00a8cO@ThreeLakes.ca> 
From: "Larry Kayser" <kayser@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: > 6) DX-40 neutralizing question 
Date: Sun, 11 Mar 2001 11:55:04 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


Jim: 


>My DX-40 has a rather skittish final amplifier. I would 
>like to neutralize the final to get rid of its tendency to 
>oscillate on its own. Does anyone on the list have any info 
>that would help? 


Yes, go find out what is wrong and fix it. I have several of these units, 
one runs continuously these days on an experiment, and when they go nuts I 
do look for what is wrong. I suggest avoiding changing anything in the 
design area in the radio to make it play. 


I have found the following things wrong in this era of Heathkits. First 
shorted, or open bypass capacitors, especially in the cathode and screen 
grid areas. Next is loose and or rusted or both hardware around the sockets 
and chassis. Lately I have found a number of resistors that have changed 
value up to + or - 50%, for some reason. Recently I found a resistor that 
was really two resistors - a crack right through the resistor that made it 
open or close depending on temperature and humidity - took a while to find 
the thing. I have one of these old DX-40's on 28 MHz and it has run for 
several years in intermittent service with the only outages in the shorted 
and open bypass capcitors. The open bypass is a stinker of a problem as it 
makes the amp. unstable and is very hard to find. I caught mine by 
soldering a known good bypass across each incircuit bypass untill the 
problem changed, then I changed out the old bypass. 


Good Luck 


Hees =_NextPart_000_00A2_01COAAOD.E4EOACOO 
Content-Type: message/rfc822; 

name="Fw_ BOATANCHORS digest 3122.em1" 
Content-Transfer-Encoding: 7bit 
Content-Disposition: attachment; 

filename="Fw_ BOATANCHORS digest 3122.em1" 


Message-ID: <009101cQaa4e$2b209320$0200a8c0@cc642747a> 
From: “Emil Switzer" <emil-switzer@home.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Fw: BOATANCHORS digest 3122 

Date: Sun, 11 Mar 2001 09:10:26 -0800 

MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KK KR KK KKK KK KKK KKK KK KKK KKK 
* ---REMAINDER OF MESSAGE TRUNCATED--- 

* This post contains a forbidden message format 

* (such as an attached file, a v-card, HTML formatting) 

* Mail Lists at theporch.com only accept PLAIN TEXT 

x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 


+ + + FF FF 


KKK KKK KK KKK KK KKK KKK KKK KKK KKK KK 


ofa =_NextPart_000_00A2_01COAAOD.E4EOACOO- - 


Message-Id: <3.0.6.32.20010311115912 .007bd500@mail.okcs1.ok.home.com> 
Date: Sun, 11 Mar 2001 11:59:12 -0500 

To: Old Tube Radios <boatanchors@theporch. com> 

From: Tom Laszynski <k8jrm@home. com> 

Subject: WRL Globe King ID Help Needed 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Found a boatanchor at a sale this weekend that I need information on. It 
is a 250 pound plus Globe King transmitter. Aside from getting it down 
from the bed of my pick-up truck, the immediate problem is to determine 
what model Globe King I have. Here is where I need help! 


Here is what I know. The front panel only has the Globe King name on it; 
but, no model number. There is a switch that is labeled 80-40 and 20-10 
(this throws me off, since I thought the globe king operated from 160 to 10 
meters. I assume this must be a multiplier switch). The rig uses plug in 
coils. The RF chassis has the serial number 1706. A check of the tube 
line-up against the information on W5AMI's outstanding Web Page allowed me 
to eliminated the 275, 275A, 400 or 400A. These models used 2E26 as buffer 
while the one I have uses an 807. Since the 500 series used a 4-250 and 
this one used a pair of V-70D, I reasoned that I have either a 400B or 400C 
series transmitter. 


Looking at the modulator chassis wasn't much help! There two 5514's used 
as output tubes. The push-pull driver is a set of 6V6's. These could have 
been substituted for 6F6's at the factory or by the previous owner. Also,a 
6J5 is used as an amplifier instead of the 6C5 that the Globe King 400B and 
4O0C has. Otherwise it appears to be the same modulator that was used in 
the series 400 A, B, and C. 


My question still remains what model rig do I have. My logic used to 
narrow model number down may be in error. Can anybody point me in the 
right direction. 


Thanks, 
Tom 
K8JRM, Oklahoma City 


Message-ID: <3AABC1BD.6C039096@kc2kj.k2nesoft.com> 


Date: Sun, 11 Mar 2001 13:19:41 -0500 

From: Mike Sullivan <michaels@kc2kj.k2nesoft.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: ART-13 Trouble 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


More data on the ART-13. I boosted the 340 volts to about 420 volts and the 
grid drive went up to midscale. The filaments show middle of the white range and 
the hv shows about 1250 at load. The power output went up a bit at the higher 
420 volts, but not much. Could I have a matching problem or have I loaded up at 
a harmonic? I am using a 100 watt bulb as dummy. I am curious becase the 
antenna loading is set at 200 and the plates of the capicitor are set at minumum 
(plates not meshed). Variometer (D) is set at 0, Tuning (C) set at 9. Input is 
set at 3.8 mc , course set at 4 (A). Any ideas?? 


Mike 
kce2kj 


Mike Sullivan wrote: 


> Much progress today. Since I got the filaments and autotune working by 

> substituting a beefier 28 vdc supply, I wired up the lv and hv supplies, 

> double and tripple checked the wiring, and applied full power. After a bit of 
> experimentation, I got rf out into a lightbulb (100w) dummy load. Looks to be 
> about 25 watts or so. The antenna current showed about 0.5 amps or so. (very 
> low). I checked the 400v supply and it shows about 340 vdc. I need to geta 

> transformer to boost the ac in to reach 400v. That is next part of project. 

> Does feel good to get the old beast working, as it is. 

> 

> Mike 

> ke2kj 


Message-ID: <QQae01cQaa7e$£351cf00$7e8e59c f@franklin> 
From: "Gary Franklin" <franklin@net-link.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: 51S-1 Excessive Dial Drag 
Date: Sun, 11 Mar 2001 17:58:55 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I have a newly acquired Collins 51S-1 receiver which has excessive dial 
drag. So much so that when the radio is cold the main tuning knob slips 


while the PTO remains fixed. I have discovered that when I use a hair dryer 
to heat up the gear train / PTO the tuning becomes very smooth and the 10kc 
detent steps become less pronounced. Probably how it should work! So the 
problem is lubrication (my basement is cold in the winter) which causes 
tuning stiffness until heated with my hair dryer. Now my question is what 
part of the gear train from the PTO to the tuning knob is likely to be the 
culprit? My guess is either the PTO or the gear assembly which the main 
tuning knob is attached to. Before I tear into the gear train or remove the 
PTO, I would like to hear from anyone out there who has had a similar 
problem with the 51S-1?? 


Thanks 
Gary, K8BKB 


From: KB9VU@aol.com 

Message-ID: <dd.11627487 .27dd67e2@aol . com> 
Date: Sun, 11 Mar 2001 18:44:34 EST 

Subject: Panel Meters FS or Trade 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


I have approximately 50 panel meters. Various sizes. Square and round 
shapes. DC Voltage and Amperage (Amps, Milliamps and Microamps). A few AC 
voltage and Current. Manufacturers are Triplett, Marion Electric, Weston, 
Simpson and Westinghouse. 


$50 for the whole lot plus shipping the lower 48. 
Trade for Collins S Line pointer knobs (need 2) or ??? 


73 de Mike, KB9VU 


From: "russ dworakowski" <wb3fau@hotmail .com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: 51S-1 Excessive Dial Drag 

Date: Sun, 11 Mar 2001 21:35:58 -0500 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <LAW2-F428Njks3Noz0E000066c1@hotmail . com> 


Sorry Gary, I have to do it- Why not just use a Collins blow dryer? 


>From: "Gary Franklin" <franklin@net-link.net> 


>Reply-To: franklin@net-link.net 

>To: Old Tube Radios <boatanchors@theporch.com> 

>Subject: 51S-1 Excessive Dial Drag 

>Date: Sun, 11 Mar 2001 17:58:55 -0500 

> 

>I have a newly acquired Collins 51S-1 receiver which has excessive dial 
>drag. So much so that when the radio is cold the main tuning knob slips 
>while the PTO remains fixed. I have discovered that when I use a hair 
>dryer 

>to heat up the gear train / PTO the tuning becomes very smooth and the 10kc 
>detent steps become less pronounced. Probably how it should work! So the 
>problem is lubrication (my basement is cold in the winter) which causes 
>tuning stiffness until heated with my hair dryer. Now my question is what 
>part of the gear train from the PTO to the tuning knob is likely to be the 
>culprit? My guess is either the PTO or the gear assembly which the main 
>tuning knob is attached to. Before I tear into the gear train or remove the 
>PTO, I would like to hear from anyone out there who has had a similar 
>problem with the 51S-1°?? 

> 

>Thanks 

>Gary, K8BKB 


Message-Id: <200103120313 .WAAQ6992@mclean.mail.mindspring.net> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Sun, 11 Mar 2001 22:10:43 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Allen Cutts <cacutts@mindspring.com> 

Subject: Info needed on Triad Transformers 


All, 


I'm looking for any information I can get on a couple of Triad transformers. 
The model numbers are: 


7644 CPS 
14372 CPS 


Thanks in advance, 


Allen Cutts 
N40Z1 


Message-ID: <3AAC4646.56278566@kc2kj .k2nesoft.com> 

Date: Sun, 11 Mar 2001 22:45:09 -0500 

From: Mike Sullivan <michaels@kc2kj.k2nesoft.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: ART-13 Trouble 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


I have now had about 6 qsos with the ART-13. The last item that was needed was an 
output capicitor (I used a 90-1500 pf variable unit) to make a PI network and was 
able to get full brilliance out of 100 watt bulb. Next was to add an antenna and 
see what works. Changed loading from the bulb and put an swr meter in line and was 
able to get about 1.5 amps of rf out. That works out to about 125 watts out 
corresponding to about 250 watts in. Not bad. 

Audio reports was positive. I used an amplified d104 into the dynamic mic input 
(switch). I got good reports, restricted communications audio, mostly due to the 
d104 characteristics. One of the guys played the audio back to me and it sounded 
good. 


What fun! Got the old ART-13 on the air, got the power supplies working, and all 
it took was about two months and a lot of metal shop time to build the ps. Very 
nice. I need to take some pictures and put them up on my web page. 


Mike 
kce2kj 


Mike Sullivan wrote: 


More data on the ART-13. I boosted the 340 volts to about 420 volts and the 
grid drive went up to midscale. The filaments show middle of the white range and 
the hv shows about 1250 at load. The power output went up a bit at the higher 
420 volts, but not much. Could I have a matching problem or have I loaded up at 
a harmonic? I am using a 100 watt bulb as dummy. I am curious becase the 
antenna loading is set at 200 and the plates of the capicitor are set at minumum 
(plates not meshed). Variometer (D) is set at 0, Tuning (C) set at 9. Input is 
set at 3.8 mc , course set at 4 (A). Any ideas?? 


Mike 
kce2kj 


Mike Sullivan wrote: 
> Much progress today. Since I got the filaments and autotune working by 


> substituting a beefier 28 vdc supply, I wired up the lv and hv supplies, 
> double and tripple checked the wiring, and applied full power. After a bit of 


experimentation, I got rf out into a lightbulb (100w) dummy load. Looks to be 
about 25 watts or so. The antenna current showed about 0.5 amps or so. (very 
low). I checked the 400v supply and it shows about 340 vdc. I need to geta 
transformer to boost the ac in to reach 400v. That is next part of project. 
Does feel good to get the old beast working, as it is. 


VV VV VV VV 
VV VV VV VV 


From: "Jim Berry" <basalop@gte.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: ART-13 Trouble 
Date: Sun, 11 Mar 2001 20:31:16 -0800 
Message-ID: <001901cQaaad$475e4b40$79020£3£@default> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Ah hah, 
I have a 350 volt screen supply on my ART-13. The grid drive is on 


the low side. Think I better get busy and up the screen supply to 
the 400 volts it is supposed to be. 


> Subject: Re: ART-13 Trouble 

> 

> More data on the ART-13. I boosted the 340 volts to about 
> 420 volts and the 

> grid drive went up to midscale. 

> Mike 

> kc2kj 


Outgoing mail is certified Virus Free. 
Checked by AVG anti-virus system (http://www. grisoft.com). 
Version: 6.0.237 / Virus Database: 115 - Release Date: 3/7/2001 


Date: Sun, 11 Mar 2001 21:27:20 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: 51S-1 Excessive Dial Drag 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGA200MQ1KF3ZM@mta6.snfc21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


So ihdaaaed My guess is either the PTO or the gear assembly which the main 
> tuning knob is attached to. Before I tear into the gear train or remove 
the 

> PTO, I would like to hear from anyone out there...... 


Hear, hear! This is just a general observation: "Stiff" tuning is usually 
the result of a xshaft* in a *xbushing* where the lubricant has nearly 
solidified. The cure is to remove the old lube by dissolving it out with a 
light oil and when smooth, low friction operation is restored, relube with 
the proper viscosity oil for the shaft bushing. I usually use 3-in-1 
electric motor oil which is about SAE 10 viscosity. Hope this helps. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Message-Id: <3.0.1.32.20010312093702.0101faa0@vuse. vanderbilt. edu> 
Date: Mon, 12 Mar 2001 09:37:02 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse. vanderbilt .edu> 

Subject: Re: Classic BA Paint 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 04:01 AM 3/11/2001 -0500, you wrote: 

>There has been quite a lot of discussion about painting lately 

>and where to find appropriate paints. All the paint and parts 

>which used to be supplied by R&R Designs (Bob Hummel) 

>are now available through ALO Radio Restoration. 

> 

>Johnson, National, Heath, etc. 

> 

>http://www2.southwind.net/~nOalo/ 

>nOalo@southwind.net 

> 

Actually, no, that's the problem. This vendor has closed (go to the site). 
Any news out there on what's happening? I have tried to contact via 
e-mail and phone and get no reply. 


A. B. Bonds 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Mon, 12 Mar 2001 10:09:41 +0000 

Subject: BIG SWITCH 

Message-ID: <20010312.101039. -415547.10.jackiv@juno.com> 


MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: jackiv@juno.com 


This may be off topic. someone please point me to the proper reflector. A 
large standby generator transfer switch assembly. 

‘tis a true boat anker, no tubes tho. any reples direct only. 

73 Jack <jackiv@juno.com> 


Message-ID: <1BEBA5E8600DD4119A50009027AF54A002C0513C@axcs04.cos.agilent.com> 
From: jim_allen@agilent.com 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: 572B's Needed 
Date: Mon, 12 Mar 2001 09:28:00 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="ISO-8859-1" 


I'm in need of quantity 4 of 572B tubes. New or used 
with full output. US made only. 


Thanks Much, 
Jim 


Message-ID: <FEEBE78C8360D411ACFD00D0B747797103509449@xsj02.sjs.agilent.com> 
From: "COWARD,JAY (A-SanJose,ex1)" <jay_coward@agilent.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Saving WW-II Data Plates 
Date: Mon, 12 Mar 2001 11:46:40 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


Don't rub too hard,the coloring WILL come off! 
Jay 


Message-Id: <3.0.5.32.20010202084637 .0081a100@pop.ctv.es> 
Date: Fri, 02 Feb 2001 08:46:37 +0100 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "JOSE V. GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es> 
Subject: NC-183D: V12 tube? 


Mime-Version: 1.0 
Content-Type: text/plain; charset="us-ascii" 


Hello! 
(NOTE: I sent this message two times yesterday... first one was rejected 
with a '451 4.3.0 <boatanchors@sco.theporch.com>... Temporary failure’ 


message. Second one was not but I have not seen it. Hope you don't get this 
twice!) 


I am in doubt with a tube in my NC-183D... In the manual I got from BAMA 
(great resource!), it says 'V12 635'. Well, in my unit, V12 socket (and 
most of other sockets and chassis around them) was completely covered by 
transformer tar. As you know, I have been able to get rid of it but I 
recall that while doing it, close to V12 there was something written and it 
was definitely NOT 635, but something like 6SG7G... unfortunately, then I 
was not aware of the tube V12 should be and, as it was not same paint as 
the other tube types (it was as stamped with blue ink), I wipped it out 
without writting it down, thinking the info was in the manual. Wrong move 


eC 


So, please, could you check your NC-183D manuals or rigs and let me know if 
V12 is any other tube than 635? 


BTW, in the chassis, under the tar, I discovered this engraved text 
(actually only the number is engraved): SER NO. 475 0032 . It is close the 
@B2 regulator tube. Is it the serial number of my unit?. Any info I can 
extract?. A wild guess could be: 47=1947, 5=may, 0032=32th produced rig. 
What a wonderful hobby :-)! 

Thanks for your help, 


73 EB5AGV / ECSAAU - JOSE V. GAVILA 
La Canyada - Valencia (SPAIN) 


EB5AGV Vintage Radio Site: http://www. geocities.com/eb5agv 


European Boatanchors List: http://www.eGroups.com/list/euro_ba_swap 


Message-Id: <3.0.5.32.20010202124012 .00801ecO@pop.ctv.es> 


Date: Fri, 02 Feb 2001 12:40:12 +0100 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "JOSE V. GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es> 
Subject: Could somebody help? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hello! 
I got this mail from a visitor to my WEB page: 


"I am an electronics engineer for the US Navy. We are in need of some tube 
testers to test our transmitter tubes and I am doing some research to try 
to find commercial manufacturers. I found your website while doing an 
internet search for tube testers, and I thought I might email you to see if 
you could refer me to any companies that may be interested in making tube 
testers for us. So far my internet research has not yielded much, and I am 
hoping that I can get into contact with someone who can point me in the 
right direction." 


Please, let me know if you can help him. 
Thanks! 


73 EB5AGV / ECSAAU - JOSE V. GAVILA 
La Canyada - Valencia (SPAIN) 


EB5AGV Vintage Radio Site: http://www. geocities.com/eb5agv 
European Boatanchors List: http://www.eGroups.com/list/euro_ba_swap 


End of BOATANCHORS Digest 3124 
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